
Patented Airsound™ technology
‘Docking groove’ to hold phone/tablet devices
Wireless charging (Qi)
High performance USB-C charging port
Airsound Multiroom Wi-Fi 
‘Halo’ patented unified bass 
Bluetooth with aptX
Optional wireless subwoofer
Available in black, white & bamboo
Removable magnetic grille 
Remote control learning for Vol +/-

Treble: +/- 8dB @ 3KHz
Bass: +/- 8dB level of HALO bass channel 
External subwoofer: +/- 8dB
Airsound width: +/- 10dB

Wi-Fi (Spotify Connect)
Bluetooth with aptX
AUX 3.5mm
TOSLINK optical digital

Wireless subwoofer connection
USB-C charging port (front), 5v 4A (20w)

3 x 48mm custom neodymium loudspeaker 
drivers
3 x 90x60mm custom bass radiators
Individual digital amplifier channels for each 
driver
High power DSP delivers the ‘HALO’ bass 
system and Airsound processing

Features

Response controlConnections 

Audio specs

Qi Wireless Charger

2 x Side mounted 
neodymium Airsound 
drivers (1 on each side)

USB-C 4V Fast Charge

Wi-Fi, Bluetooth with aptX, 
Analogue (3.5mm AUX), 
TOSLINK Optical

Removable metal grille, 
magnetically attached

Custom designed neodymuim 
full range driver 

Patented ‘Halo’ bass technology
(3 x custom designed bass 
radiators. 1 on front, 2 on rear)

Silicone device docking 
groove
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